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Bluetooth GPS Receiver with 
In-Car Navigation Software 

Add an In-Car Navigation Solution to Your Pocket PC 

If you're constantly on the road but hate to hassle with paper maps, let the 
Socket Bluetooth GPS Nav Kit steer you in the right direction. It's the ideal 
solution for in-car navigation from a Pocket PC. 

The in-car navigation software features human voice prompts, including detailed 
turn-by-turn directions. The software automatically re-calculates your journey in 
case you veer off course. Plus, the maps have special icons to show points of 
interest like restaurants, airports or museums. It's a great solution for door-to- 
door routing or just visiting unfamiliar territory. 

All you need is a Bluetooth-enabled Pocket PC. The included Bluetooth GPS 
Receiver allows you to can take advantage of your Pocket PC's Bluetooth 
capability to wirelessly add GPS positioning technology. If your Pocket PC does 
not have Bluetooth functionality, it's easy to add with Socket's Bluetooth 
Connection Kit (CompactFlash card with user-friendly software). 

No Cards or Cables Means No Hassles 

Before, adding GPS to a Pocket PC meant using an obtrusive GPS receiver or 
troubling with messy cables and external antennas — reducing the mobility of 
your Pocket PC. Besides adding bulk and weight, these solutions also consumed 
power from your Pocket PC. Plus, you had to assemble the different gadgets 
every time you used them. Using Bluetooth to wirelessly add GPS eliminates all 
of these inconveniences. 



No cables also means you can position 
the Bluetooth GPS Receiver for 
optimal satellite reception. Wireless 
technology lets you keep the 
Bluetooth GPS Receiver on your 
dashboard while you use it. This 
lets you devote your hands to 
using your Pocket PC or driving your 
vehicle, instead of juggling devices. 
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FEATURES 

GPS Features 

• 12 Channel all-in-view tracking; 
position accuracy of 10 meters RMS, 
without SA 

• Supports NMEA-0183 (v2.20) 
standard at 38,400 bps baud rate 

Bluetooth Features 

• Works with most Bluetooth devices 
— any with a Serial Port Profile 

• Bluetooth 1.1 certified (Class 2) 

Software Features 

• Navigation software compatible with 
Pocket PC 2000/2002. 

• Software provides full turn-by-turn 
navigation instructions 

• Human voice prompts let you keep 
your eyes on your road 

• Screen displays your current 
location, distance until next turn, 
and distance to final destination 

• Software automatically re-calculates 
your journey if you veer off course 

Map Support 

• U.S. Kit includes 48 contiguous 
states and Hawaii (Big Island) 

• Western Europe Kit includes Austria, 
Benelux, Finland, France, Germany, 
Ireland, Italy, Norway, Portugal, 
Spain, Sweden, Switzerland, and 
United Kingdom 

General Features 

• Small, sleek, and lightweight design 

• LEDs at the top of the device show 
Bluetooth, GPS, and battery status 

• Rechargeable embedded lithium-ion 
battery lasts for 6 hours of use 

• External antenna port and on/off 
switch 
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SPECIFICATIONS 



GPS Receiver with 
Bluetooth Wireless 
Technology 




Top of Bluetooth GPS Receiver 
has power switch, status LEDs, 
and power jack 
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Bluetooth GPS Nav Kit 

U.S. version: 
Product# GP0805-406 

Western Europe version: 
Product# GP0806-407 



General Characteristics: 

Dimensions: 50 x 90 x 16 mm 

Mass: 61 g (650 mA version) 

Chipset: Sirf Star Ile/LP 

Frequency: LI, 1.575.42 MHz 

C/A: 1.023 MHz chip rate 

Channels: 12 Channels all-in -view tracking 

Antenna Type: Built-in Ceramic patch 

antenna (External antenna optional) 

Accuracy (without DGPS): 

Position: 10 m, RMS, 25 m CEP without SA 

Velocity: 0.1 m/sec without SA 

Time: 1 microsecond synch, to GPS time 

Acquisition Rate (Open sky, stationary): 
Reacquisition: 0.1 sec, average 
Cold Start: < 80 sec, average 
Warm Start: < 45 sec, average 
Hot Start: < 10 sec, average 

Dynamic Conditions: 
Altitude: < 18,000 m 
Velocity: < 515 m/sec 
Accleration: < 4 g 

Environmental: 

Operating Temperature: -20°C to +60°C 
Rel. Humidity: 5% to 95%, non-condens. 

Interface: 

Connection: Communication with host 
platform via Bluetooth Serial Profile 
Protocol: 

Default: NMEA-0183 V2.20 38.4 kbps baud 
Power Source: 

Built-in rechargeable lithium ion battery 
with 5V DC input charging circuit (650 mA) 

Operation Time: 

6 hrs minimum after full charge 



Operating System Support: 

Windows CE 3.0 for Pocket PC 2000/2002 

Software Features: 

- Full turn-by-turn navigation instructions 

- Human voice prompts let you keep your 
eyes on the road 

- Screen displays your current location, 
distance until next turn, and distance to 
final destination 

- Map icons show points of interest 

- Automatic re-routing if you veer off course 

- Map support for U.S. and Western Europe 

For information on map data file sizes, visit: 
www.socketcom.com/gps/mapsize.asp 

Applications: 

- Support included for: In-car navigation, 

door-to-door routing, points of interest 

- Other possible applications (not included): 
vehicle tracking, marine navigation, 
aviation, topography 

Product Warranty: Three years 

For Additional Product Information: 

Website: www.socketcom.com 
Email: info@socketcom.com 
FTP: ftp.socketcom.com 

Sales Offices: 

Corporate Headquarters: 

Phone: 510-744-2700 

Domestic Toll Free: 800-552-3300 

Fax: 510-744-2727 

Email: Northamerica@socketcom.com 

Europe@socketcom.com 
Japan@socketcom.com 
Asiapacific@socketcom.com 
Latinamerica@socketcom.com 
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Corporate Headquarters: 

Socket Communications, Inc. 

37400 Central Court, Newark, CA 94560 

Phone: 510-744-2700 

Fax: 510-744-2727 

www.socketcom.com 
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